
Air Density (γ):  1.20 kg/m3

Installation type"B" : free inlet, ducted outlet 
dB(A)  free field noise measurements at 1 m

Zingonia
Fan test laboratory
AMCA 210/99 Fig. 12
10000 m3/h test chamber

This test data obtained in a laboratory registered by AMCA for 
AMCA 210/99 air performance testing. Data is not certified by AMCA.

0 1000 2000 3000 4000
Flow rate [m3/h]

0

100

200

300

400

500

600

S
ta

tic
 p

re
ss

ur
e 

[P
a]

0.0

1.0

2.0

3.0

4.0

5.0

6.0

C
ur

re
nt

 [A
]

0

500

1000

1500

S
pe

ed
 [r

pm
]

 

67.6

69.3 db(A)

71.4

73.4

74.3

66.9

68.4

70

70.4

70.7

66.2

65.4

64.7

65.5

65.5

60.2

59.1

58.8

60.2

Electronic speed control *
-- RVM 9 (three wires) -----

1 -230 V 50 Hz 
2 -180 V 50 Hz *
3 -140 V 50 Hz *
4 -100 V 50 Hz *

5.7
IP 20
YES- IN
F

Amp Max:
Prot.:
T.H.:
Ins. Cl.:

550
230 1~
50
4
16 / 500 V

Watt:
Volt:
Hz:
Poles:
µF:

DD 9/9
1419P9/1419W0
3183.*
06/10/06

Type:
Motor:
Test nr.:
Date:
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