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Comfort Box - insulated unit designed for integration of heater and/or cooler, which can be DX or H2O. 
Suitable for RIS EC/RIS EKO/RIRS EKO 1900-5500 and can be easily connected to the air handling unit with standard C-profile flanges 
connectors (included in the set). 
Comfort Box is made of galvanized steel. External coating – RAL 7040. 
Insulation: 50 mm stone wool filling. Anti-frost thermostat, stainless steel condensate tray and drop trap are included. 
Comfort Box is provided with adjustable rubber pads. 
Inspection/connection side can be easily changed. 
Connection flanges: Comfort Box 1900 m3/h – round; Comfort Box 2500- 5500 m3/h – rectangular. 
Designed for indoor or outdoor installation.

Heater Cooler

Comfort Box 400 Comfort Box 600x350; 800x500

Comfort 800x500 SF

Title Article No.
Comfort Box 400 GSIASD0001
Comfort Box 600x350 GSIASD0002
Comfort Box 800x500 GSIASD0004
Comfort Box 800x500 SF GSIASD0006

Water heaters/coolers

Comfort Box

CB coil

Accessories
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Type Dimensions [mm]

L H W C H1 A B D E F Air 
flow

[m3/h]

Max.
heater 
[kw]

Max.
cooler
[kw]

Comfort Box 400 679 658 652 791 155 - - 400 - - 1900 3,2 9,1

Comfort Box 600x350 880 734 656 756 104 600 350 - - - 2500 4,2 12,4

Comfort Box 800x500 1150 864 667 795 948 800 500 - - - 5500 9,2 27,3

Comfort Box 800x500 SF 1150 864 667 795 867 800 500 - 1034 657 5500 9,2 27,3

Comfort Box 400

Type Coil type Connection dim. Tube rows

CB coil 400 H1 Water heater 1/2’’ 1

CB coil 400 H2 Water heater 1/2’’ 2

CB coil 400 C2 Water cooler 3/4’’ 2

CB coil 400 C4 Water cooler 3/4’’ 4

CB coil 400 F4 Freon cooler 16/22 mm 4

Comfort Box 600x350

Type Coil type Connection dim. Tube rows

CB coil 600x350 H1 Water heater 1/2’’ 1

CB coil 600x350 H2 Water heater 1/2’’ 2

CB coil 600x350 C2 Water cooler 1’’ 2

CB coil 600x350 C4 Water cooler 1’’ 4

CB coil 600x350 F4 Freon cooler 22/28 mm 4

Comfort Box 800x500/ Comfort Box 800x500 SF

Type Coil type Connection dim. Tube rows

CB coil 800x500 H1 Water heater 3/4’’ 1

CB coil 800x500 H2 Water heater 3/4’’ 2

CB coil 800x500 C2 Water cooler 1 ¼’’ 2

CB coil 800x500 C4 Water cooler 1 ¼’’ 4

CB coil 800x500 F4 Freon cooler 28/35 mm 4

From 15 to +20; 40/20 and 90/70	
From 27 to +17, 7/12	 	

Heaters, coolers and RMG/VVP/VXP data online selection program: www.salda.lt

Comfort Box 400 + CB coil 400 H 1
Number of rows

H-heater, C-cooler, F-DX cooler/heater

Optionally supplied heater/cooler coil

Comfort Box flange connection diameter 

Insulated unit designed for integration of heater and/or cooler

Comfort Box
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Used in ventilation systems. AVS heaters are made of copper tubes and aluminum plates. The housing is made of galvanized steel. 
The service panel is easily removed after unscrewing 4 bolts. With the cover removed, the heater can be cleaned and inspected. 
Heating and cooling units may be selected according to available parameters, with the help of selection program ‘Heaters/coolers’, 
which can be found in Internet page www.salda.lt 

Heating coil for circular ducting

Title Article No.
AVS 100 GSIAVS019
AVS 125 GSIAVS020
AVS 160 GSIAVS021
AVS 200 GSIAVS022
AVS 250 GSIAVS005
AVS 315 GSIAVS006
AVS 400 GSIAVS023
AVS 500 GSIAVS024

d
Outside diameter

Dimensions
Type A [mm] B [mm] C [mm] a [mm] a1 [mm] b [mm] ød [mm] Thread 

size*
L [mm] øD [mm] [kg]

AVS 100 214 190 333 114 22 138 21,7 1/2’’ 287 100 5,2

AVS 125 214 190 333 114 22 138 21,7 1/2’’ 287 125 6,0

AVS 160 289 265 304 115 20 213 21,7 1/2’’ 361 160 8,2

AVS 200 289 265 304 115 20 213 21,7 1/2’’ 361 200 8,5

AVS 250 364 395 342 110 29 283 22 1/2’’ 531 250 12,5

AVS 315 439 460 342 110 29 350 22 1/2’’ 611 315 16,0

AVS 400 514 550 367 110 29 383 22 3/4’’ 691 400 20,0

AVS 500 599 730 367 109 32 463 26,7 3/4’’ 846 500 28,0

* Male thread size

AVS



A
C

C
E

S
S

O
R

IE
S

The company reserves the right to make changes of technical data without prior notice186

m3/h Pa °C °C kW l/s kPa °C kW l/s kPa °C kW l/s kPa

60 10,99 -25 51,62 1,54 0,02 0,75 42,45 1,36 0,02 0,62 21,92 0,94 0,01 0,35

60 11,37 -15 53,6 1,38 0,02 0,62 44,33 1,20 0,01 0,5 24,06 0,79 0,01 0,26

60 11,56 -10 54,55 1,30 0,02 0,56 45,22 1,11 0,01 0,44 25,76 0,72 0,01 0,22

60 11,95 0 56,39 1,14 0,01 0,44 46,85 0,95 0,01 0,33 29,16 0,59 0,01 0,16

60 12,37 10 58,09 0,98 0,01 0,34 48,15 0,77 0,01 0,23 32,59 0,46 0,01 0,10

110 23,14 -25 40,67 2,42 0,03 1,68 32,82 2,13 0,03 1,38 16,16 1,52 0,02 0,81

110 23,98 -15 43,81 2,17 0,03 1,38 35,92 1,88 0,02 1,10 18,84 1,25 0,02 0,58

110 24,41 -10 45,35 2,05 0,03 1,24 37,44 1,75 0,02 0,97 20,01 1,11 0,01 0,47

110 25,29 0 48,37 1,79 0,02 0,98 40,39 1,50 0,02 0,74 23,62 0,82 0,01 0,28

110 26,22 10 51,31 1,54 0,02 0,75 43,21 1,23 0,02 0,52 27,03 0,63 0,01 0,18

170 41,02 -25 32,31 3,27 0,04 2,87 25,45 2,88 0,04 2,34 11,08 2,06 0,02 1,38

170 42,57 -15 36,32 2,93 0,04 2,36 29,44 2,54 0,03 1,87 14,87 1,70 0,02 0,99

170 43,36 -10 38,3 2,76 0,03 2,12 31,40 2,36 0,03 1,65 16,68 1,52 0,02 0,81

170 45,00 0 42,2 2,42 0,03 1,67 35,27 2,02 0,03 1,25 19,95 1,14 0,01 0,49

170 46,73 10 46,04 2,07 0,03 1,27 39,04 1,67 0,02 0,89 23,4 0,77 0,01 0,25

Technical data	 AVS 100
Water temperature in/out 90°/70°C Water temperature in/out 80°/60°C Water temperature in/out 60°/40°C

Ai
r 

flo
w

Pr
es

su
re

 d
ro

p

In
le

t a
ir

 te
m

p.

O
ut

le
t a

ir
 te

m
p.

Po
w

er

W
at

er
 fl

ow

Pr
es

su
re

 d
ro

p 
(w

at
er

)

O
ut

le
t a

ir
 te

m
p.

Po
w

er

W
at

er
 fl

ow

Pr
es

su
re

 d
ro

p 
(w

at
er

)

O
ut

le
t a

ir
 te

m
p.

Po
w

er

W
at

er
 fl

ow

Pr
es

su
re

 d
ro

p 
(w

at
er

)

m3/h Pa °C °C kW l/s kPa °C kW l/s kPa °C kW l/s kPa

90 17,96 -25 44,43 2,10 0,03 1,30 36,14 1,85 0,02 1,07 18,32 1,31 0,02 0,62

90 18,60 -15 47,17 1,88 0,02 1,07 38,83 1,63 0,02 0,85 20,41 1,07 0,01 0,44

90 18,92 -10 48,51 1,77 0,02 0,96 40,14 1,52 0,02 0,75 21,15 0,94 0,01 0,35

90 19,59 0 51,14 1,55 0,02 0,76 42,66 1,29 0,02 0,57 24,44 0,74 0,01 0,23

90 20,30 10 53,67 1,33 0,02 0,58 45,01 1,06 0,01 0,41 28,82 0,57 0,01 0,15

180 44,31 -25 31,21 3,39 0,04 3,07 24,48 2,99 0,04 2,50 10,40 2,14 0,03 1,47

180 46,00 -15 35,33 3,04 0,04 2,52 28,58 2,63 0,03 2,00 14,32 1,77 0,02 1,06

180 46,86 -10 37,37 2,86 0,04 2,26 30,60 2,46 0,03 1,76 16,21 1,58 0,02 0,87

180 48,64 0 41,39 2,51 0,03 1,79 34,59 2,10 0,03 1,33 19,65 1,19 0,01 0,53

180 50,53 10 45,34 2,15 0,03 1,36 38,49 1,73 0,02 0,95 22,96 0,79 0,01 0,26

270 85,23 -25 23,51 4,39 0,05 4,88 17,67 3,86 0,05 3,97 5,57 2,77 0,03 2,33

270 87,92 -15 28,42 3,94 0,05 4,00 22,58 3,41 0,04 3,16 10,38 2,30 0,03 1,68

270 89,29 -10 30,86 3,71 0,05 3,59 25,00 3,17 0,04 2,79 12,74 2,06 0,02 1,38

270 92,16 0 35,68 3,24 0,04 2,83 29,81 2,71 0,03 2,10 17,29 1,57 0,02 0,86

270 95,23 10 40,45 2,78 0,03 2,14 34,55 2,24 0,03 1,50 21,17 1,02 0,01 0,40

Technical data	 AVS 125
Water temperature in/out 90°/70°C Water temperature in/out 80°/60°C Water temperature in/out 60°/40°C
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m3/h Pa °C °C kW l/s kPa °C kW l/s kPa °C kW l/s kPa

140 6,51 -25 48,37 3,45 0,04 5,13 40,62 3,08 0,04 4,32 24,9 2,34 0,03 2,85

140 6,74 -15 51,24 3,11 0,04 4,29 43,48 2,75 0,03 3,53 27,68 2,01 0,02 2,17

140 6,85 -10 52,65 2,95 0,04 3,89 44,88 2,58 0,03 3,16 29,03 1,84 0,02 1,86

140 7,10 0 55,41 2,61 0,03 3,14 47,62 2,25 0,03 2,47 31,61 1,49 0,02 1,30

140 7,35 10 58,10 2,28 0,03 2,46 50,28 1,91 0,02 1,85 33,94 1,13 0,01 0,81

290 17,51 -25 34,33 5,77 0,07 12,92 28,02 5,16 0,06 10,81 15,28 3,92 0,05 7,04

290 18,15 -15 38,58 5,22 0,06 10,77 32,27 4,60 0,06 8,81 19,48 3,36 0,04 5,36

290 18,45 -10 40,69 4,94 0,06 9,76 34,36 4,32 0,05 7,88 21,55 3,07 0,04 4,59

290 19,16 0 44,83 4,38 0,05 7,86 38,36 3,76 0,05 6,14 25,61 2,50 0,03 3,19

290 19,88 10 48,91 3,81 0,05 6,15 42,56 3,19 0,04 4,59 29,55 1,92 0,02 2,00

430 31,40 -25 26,74 7,46 0,09 20,54 21,23 6,67 0,08 17,14 10,10 5,06 0,06 11,10

430 32,38 -15 31,74 6,75 0,08 17,12 26,21 5,95 0,07 13,96 15,05 4,34 0,05 8,43

430 32,89 -10 34,21 6,39 0,08 15,50 28,68 5,59 0,07 12,47 17,49 3,97 0,05 7,21

430 34,15 0 39,1 5,66 0,07 12,47 33,56 4,86 0,06 9,71 22,32 3,23 0,04 5,01

430 35,47 10 43,93 4,93 0,06 9,73 38,37 4,12 0,05 7,24 27,06 2,48 0,03 3,14

Technical data	 AVS 160
Water temperature in/out 90°/70°C Water temperature in/out 80°/60°C Water temperature in/out 60°/40°C
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m3/h Pa °C °C kW l/s kPa °C kW l/s kPa °C kW l/s kPa

225 15,42 -25 44,79 5,27 0,06 10,97 37,40 4,71 0,06 9,19 22,47 3,58 0,04 6,01

225 15,97 -15 47,99 4,76 0,06 9,14 40,60 4,20 0,05 7,49 25,62 3,07 0,04 4,57

225 16,25 -10 49,57 4,50 0,06 8,28 42,17 3,94 0,05 6,69 27,16 2,81 0,03 3,91

225 16,83 0 52,67 3,99 0,05 6,67 45,26 3,43 0,04 5,22 30,16 2,28 0,03 2,73

225 17,44 10 55,70 3,48 0,04 5,21 48,27 2,91 0,04 3,90 33,02 1,75 0,02 1,71

455 40,29 -25 30,91 8,54 0,10 26,2 24,95 7,63 0,09 21,83 12,93 5,79 0,07 14,09

455 41,82 -15 35,48 7,71 0,09 21,79 29,51 6,80 0,08 17,75 17,45 4,96 0,06 10,69

455 42,60 -10 37,74 7,30 0,09 19,72 31,76 6,38 0,08 15,85 19,69 4,54 0,05 9,13

455 44,22 0 42,20 6,47 0,08 15,85 36,22 5,55 0,07 12,32 24,10 3,69 0,04 6,34

455 45,94 10 46,60 5,63 0,07 12,34 40,60 4,71 0,06 9,17 28,42 2,83 0,03 3,97

680 81,64 -25 23,16 10,99 0,13 41,47 18,02 9,81 0,12 34,46 7,63 7,44 0,09 22,09

680 84,28 -15 28,48 9,93 0,12 34,47 23,33 8,75 0,11 27,99 12,91 6,37 0,08 16,72

680 85,63 -10 31,12 9,39 0,12 31,17 25,96 8,21 0,10 24,97 15,53 5,83 0,07 14,27

680 88,44 0 36,35 8,32 0,10 25,01 31,17 7,14 0,09 19,37 20,72 4,74 0,06 9,88

680 91,44 10 41,51 7,24 0,09 19,45 36,33 6,05 0,07 14,39 25,82 3,64 0,04 6,17

Technical data	 AVS 200
Water temperature in/out 90°/70°C Water temperature in/out 80°/60°C Water temperature in/out 60°/40°C
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m3/h Pa °C °C kW l/s kPa °C kW l/s kPa °C kW l/s kPa

560 10,69 -25 43,86 12,94 0,16 6,61 36,55 11,57 0,14 5,53 21,75 8,78 0,11 3,58

560 11,07 -15 47,16 11,69 0,14 5,50 39,84 10,31 0,13 4,50 24,98 7,52 0,09 7,52

560 11,26 -10 48,79 11,06 0,14 4,98 41,46 9,68 0,12 4,02 26,55 6,88 0,08 2,32

560 11,67 0 51,98 9,80 0,12 4,01 44,63 8,42 0,10 3,13 29,62 5,58 0,07 1,61

560 12,09 10 55,10 8,54 0,10 3,13 47,73 7,14 0,09 2,33 32,50 4,26 0,05 1,00

1120 28,05 -25 30,35 20,80 0,25 15,64 24,44 18,57 0,23 13,00 12,50 14,09 0,17 8,33

1120 29,10 -15 34,98 18,79 0,23 13,01 29,05 16,56 0,20 10,57 17,08 12,06 0,15 6,31

1120 29,64 -10 37,26 17,78 0,22 11,76 31,34 15,55 0,19 9,43 19,34 11,04 0,13 5,38

1120 30,76 0 41,79 15,76 0,19 9,45 35,85 13,52 0,16 7,32 23,80 8,97 0,11 3,72

1120 31,94 10 46,24 13,72 0,17 7,35 40,29 11,47 0,14 5,44 28,15 6,97 0,08 2,32

1680 55,96 -25 22,65 26,85 0,33 24,96 17,55 23,98 0,29 20,69 7,25 18,17 0,22 13,17

1680 57,78 -15 28,03 24,27 0,30 20,73 22,92 21,38 0,26 16,79 12,59 15,56 0,19 9,95

1680 58,70 -10 30,69 22,97 0,28 18,75 25,58 20,08 0,25 14,97 15,23 14,23 0,17 8,49

1680 60,64 0 35,97 20,35 0,25 15,03 30,85 17,44 0,21 11,60 20,46 11,57 0,14 5,85

1680 62,70 10 41,19 17,71 0,22 11,67 36,05 14,79 0,18 8,61 25,61 8,86 0,11 3,64

Technical data	 AVS 315
Water temperature in/out 90°/70°C Water temperature in/out 80°/60°C Water temperature in/out 60°/40°C
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m3/h Pa °C °C kW l/s kPa °C kW l/s kPa °C kW l/s kPa

360 10,92 -25 43,35 8,26 0,10 5,82 36,06 7,38 0,09 4,87 21,28 5,59 0,07 3,17

360 11,31 -15 46,35 7,46 0,09 4,85 39,38 6,57 0,08 3,97 24,53 4,78 0,06 2,40

360 11,51 -10 48,32 7,06 0,09 4,39 41,01 6,17 0,08 3,54 26,12 4,37 0,05 2,05

360 11,93 0 51,55 6,25 0,08 3,53 44,22 5,36 0,07 2,76 29,21 3,54 0,04 1,42

360 12,36 10 54,70 5,44 0,07 2,76 47,35 4,55 0,06 2,06 32,08 2,69 0,03 0,88

710 28,15 -25 30,12 13,13 0,16 13,43 24,21 11,72 0,14 11,19 12,25 8,87 0,11 7,19

710 29,21 -15 34,76 11,86 0,15 11,18 28,83 10,45 0,13 9,09 16,84 7,59 0,09 5,44

710 29,75 -10 37,05 11,22 0,14 10,11 31,12 9,81 0,12 8,12 19,10 6,94 0,08 4,65

710 30,87 0 41,58 9,94 0,12 8,12 35,64 8,52 0,10 6,30 23,56 5,63 0,07 3,21

710 32,06 10 46,04 8,65 0,11 6,32 40,09 7,22 0,09 4,69 27,91 4,30 0,05 1,99

1050 54,80 -25 22,70 16,80 0,21 21,03 17,57 14,99 0,18 17,46 7,21 11,34 0,14 11,15

1050 56,57 -15 28,06 15,18 0,19 17,48 22,92 13,37 0,16 14,18 12,53 9,70 0,12 8,43

1050 57,48 -10 30,72 14,36 0,18 15,81 25,57 12,65 0,15 12,65 15,16 8,87 0,11 7,19

1050 59,37 0 35,98 12,72 0,16 12,68 30,82 10,90 0,13 9,81 20,37 7,20 0,09 4,96

1050 61,39 10 41,18 11,06 0,14 9,86 36,01 9,23 0,11 7,28 25,49 5,49 0,07 3,07

Technical data	 AVS 250
Water temperature in/out 90°/70°C Water temperature in/out 80°/60°C Water temperature in/out 60°/40°C
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m3/h Pa °C °C kW l/s kPa °C kW l/s kPa °C kW l/s kPa

1400 13,58 -25 40,57 30,80 0,38 8,34 33,62 27,54 0,34 6,94 19,58 20,94 0,25 4,48

1400 14,07 -15 44,21 27,84 0,34 6,93 37,25 24,56 0,30 5,65 23,16 17,93 0,22 3,39

1400 14,32 -10 46,00 26,34 0,32 6,27 39,04 23,06 0,28 5,04 24,91 16,42 0,20 2,90

1400 14,84 0 49,53 23,35 0,29 5,04 42,55 20,06 0,24 3,92 28,35 13,36 0,16 2,01

1400 15,39 10 52,99 20,35 0,25 3,93 45,99 17,03 0,21 2,92 31,63 10,23 0,12 1,25

2500 30,81 -25 29,24 45,49 0,56 17,00 23,47 40,65 0,50 14,11 11,82 30,87 0,37 9,00

2500 31,97 -15 33,99 41,12 0,50 14,13 28,21 36,26 0,44 11,45 16,52 26,45 0,32 6,81

2500 32,57 -10 36,34 38,92 0,48 12,77 30,55 34,05 0,42 10,21 18,84 24,22 0,29 5,81

2500 33,80 0 40,98 34,50 0,42 10,25 35,18 29,61 0,36 7,92 23,43 19,71 0,24 4,02

2500 35,11 10 45,56 30,05 0,37 7,97 39,75 25,13 0,31 5,89 27,91 15,13 0,18 2,50

3500 55,51 -25 22,86 56,20 0,69 25,07 17,76 50,20 0,61 20,75 7,46 38,11 0,46 13,17

3500 57,31 -15 28,23 50,80 0,62 20,82 23,12 44,78 0,55 16,84 12,79 32,64 0,40 9,95

3500 58,23 -10 30,89 48,08 0,59 18,82 25,77 42,05 0,51 15,01 15,43 29,89 0,36 8,49

3500 60,15 0 36,16 42,61 0,52 15,08 31,03 36,56 0,45 11,63 20,65 24,32 0,29 5,86

3500 62,19 10 41,37 37,10 0,45 11,70 36,23 31,02 0,38 8,62 25,79 18,66 0,23 3,64

Technical data	 AVS 500
Water temperature in/out 90°/70°C Water temperature in/out 80°/60°C Water temperature in/out 60°/40°C
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m3/h Pa °C °C kW l/s kPa °C kW l/s kPa °C kW l/s kPa

900 12,10 -25 42,40 20,35 0,25 10,18 35,29 18,21 0,22 8,49 20,93 13,87 0,17 5,49

900 12,54 -15 45,87 18,40 0,23 8,47 38,75 16,24 0,20 6,91 24,34 11,89 0,14 4,17

900 12,76 -10 47,58 17,41 0,21 7,67 40,45 15,26 0,19 6,17 26,02 10,89 0,13 3,56

900 13,22 0 50,94 15,44 0,19 6,17 43,80 13,27 0,16 4,80 29,28 8,87 0,11 2,47

900 13,70 10 54,24 13,46 0,17 4,81 47,08 11,28 0,14 3,58 32,41 6,81 0,08 1,55

1800 32,10 -25 28,85 32,52 0,40 23,99 23,14 29,07 0,35 19,91 11,62 22,11 0,27 12,72

1800 33,32 -15 33,65 29,40 0,36 19,94 27,93 25,94 0,32 16,17 16,38 18,96 0,23 9,63

1800 33,94 -10 36,02 27,83 0,34 18,03 30,30 24,37 0,30 14,43 18,73 17,37 0,21 8,23

1800 35,22 0 40,72 24,68 0,30 14,47 34,98 21,20 0,26 11,20 23,36 14,16 0,17 5,70

1800 36,59 10 45,34 21,50 0,26 11,26 39,59 18,00 0,22 8,32 27,91 10,89 0,13 3,56

2700 66,16 -25 21,21 41,85 0,51 38,17 16,30 37,40 0,46 31,60 6,40 28,44 0,34 20,07

2700 68,33 -15 26,75 37,84 0,46 31,71 21,83 33,38 0,41 25,64 11,90 24,37 0,30 15,17

2700 69,44 -10 29,50 35,82 0,44 28,66 24,57 31,35 0,38 22,86 14,62 22,33 0,27 12,94

2700 71,76 0 34,94 31,76 0,39 22,97 30,00 27,27 0,33 17,71 20,02 18,19 0,22 8,94

2700 74,22 10 40,32 27,67 0,34 17,84 35,37 23,15 0,28 13,14 25,34 13,99 0,17 5,58

Technical data	 AVS 400
Water temperature in/out 90°/70°C Water temperature in/out 80°/60°C Water temperature in/out 60°/40°C
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Used in ventilation systems. SVS heaters are made of copper tubes and aluminium plates. The housing is made of galvanized steel.
Heating and cooling units may be selected according to available parameters, with the help of selection programme ‘������������Heaters/coo-
lers’, which can be found in Internet page www.salda.lt

300

Heating coil for rectangular ducting
Title Article No.
SVS 400x200-2 ZESSVS003
SVS 400x200-4 ZESSVS004
SVS 500x250-2 ZESSVS005
SVS 500x250-4 ZESSVS006
SVS 500x300-2 ZESSVS007
SVS 500x300-4 ZESSVS008
SVS 600x300-2 ZESSVS009
SVS 600x300-4 ZESSVS010
SVS 600x350-2 ZESSVS011
SVS 600x350-4 ZESSVS012
SVS 700x400-2 ZESSVS013
SVS 700x400-4 ZESSVS014
SVS 800x500-2 ZESSVS015
SVS 800x500-4 ZESSVS016
SVS 1000x500-2 ZESSVS017
SVS 1000x500-4 ZESSVS018
SVS V 500x250-2 ZESSVS016
SVS V 600x300-2 ZESSVS017
SVS V 900x300-2 ZESSVS018

SVS

Dimensions

The above values apply for an intake air temperature of 0 oC and flow/return water temperatures 55/35 oC

Type
Heat output ΔT air V Pressure 

drop
Flow 
rate A B C D E F d

KW (1) KW (2) T (1) T(2) m^3/h kPA l/s mm mm mm mm mm mm ø

SVS 400x200-2 12,38 8,25 26,3 17,6 1300 9/4,5 0,14/0,09 400 200 420 220 470 270 ¾

SVS 400x200-4 20,83 14,05 44,3 29,9 1300 6,7/3,5 0,24/0,16 400 200 420 220 470 270 ¾

SVS 500x250-2 19,5 12,6 29 18,64 2000 5,8/2,6 0,24/0,15 500 250 520 270 540 290 ¾

SVS 500x250-4 30 20,1 44,5 29,8 2000 7,7/3,9 0,37/0,24 500 250 520 270 540 290 ¾

SVS 500x300-2 24,32 16,22 29,3 19,5 2300 8,5/4,2 0,28/0,18 500 300 520 320 570 370 ¾

SVS 500x300-4 37,58 25,35 45,2 30,5 2300 6,3/3,1 0,42/0,28 500 300 520 320 570 370 ¾

SVS 600x300-2 28,13 18,98 28,8 19,4 2700 7,1/3,5 0,33/0,21 600 300 620 320 670 370 ¾

SVS 600x300-4 46,52 31,77 47,7 32,6 2700 9/4,5 0,55/0,37 600 300 620 320 670 370 ¾

SVS 600x350-2 29,4 19,4 28,2 18,6 3100 9,5/4,7 0,36/0,24 600 350 620 370 640 390 ¾

SVS 600x350-4 50,4 34,1 48,3 32,7 3100 9,6/4,9 0,62/0,41 600 350 620 370 640 390 ¾

SVS 700x400-2 45,37 30,32 27,3 18,2 4600 8,7/4,3 0,51/0,33 700 400 720 420 770 437 1

SVS 700x400-4 77,61 53,38 46,7 32,1 4600 15,5/5,6 0,84/0,56 700 400 720 420 770 437 1

SVS 800x500-2 72,7 47,35 25,8 16,8 7800 9/4,2 0,84/0,54 800 500 820 520 870 570 1

SVS 800x500-4 118,65 78,15 42,1 27,7 7800 16,5/8,2 1,38/0,92 800 500 820 520 870 570 1

SVS 1000x500-2 91,95 61,07 26,8 17,8 9500 13,4/6,6 1,09/0,71 1000 500 1020 520 1070 570 1

SVS 1000x500-4 149,43 100,37 43,5 29,2 9500 20,3/10,1 1,66/1,11 1000 500 1020 520 1070 570 1

Type
Heat output ΔT air V Pressure 

drop
Flow 
rate A B C D E F d

KW T m^3/h kPA l/s mm mm mm mm mm mm ø

SVS V 500x250-2 10,15 20 2500 10,6 0,12 500 250 520 270 540 290 1/2

SVS V 600x300-2 15,4 20,3 3500 9,3 0,17 600 300 620 320 670 370 1/2

SVS V 900x300-2 24,07 20,4 5500 13,8 0,27 900 300 920 320 970 370 1/2

The above values apply for an intake air temperature of 0 oC and flow/return water temperatures 1)80/60 oC 2) 60/40 oC
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Duct coolers are used in ventilation systems, which require a supply of cooled air. AVA coolers are made of copper tubes and alumi-
nium plates. The housing is made of galvanized steel. Contains a system for condensate drainage.

Heating and cooling units may be selected according to available parameters, with the help of selection programme “������������Heaters/coo-
lers”, which can be found on web page www.salda.lt

Title Article No.
AVA 100 GSIAVA001
AVA 125 GSIAVA002
AVA 160 GSIAVA003
AVA 200 GSIAVA004
AVA 250 GSIAVA005
AVA 315 GSIAVA006
AVA 400 GSIAVA007

Circular duct water coolers

Type Dimensions [mm]

øD ød Thread 
size*

C B  A K G L  

AVA 100 100 10 1/2’’ 98 236 170 265 48 365

AVA 125 125 22 1/2’’ 188 330 257 286 48 388

AVA 160 160 22 1/2’’ 188 330 255 286 40 360

AVA 200 200 22 1/2’’ 263 396 328 286 40 365

AVA 250 250 22 1/2’’ 338 475 415 286 55 396

AVA 315 315 22 1/2’’ 413 555 480 286 55 396

AVA 400 400 22 1/2’’ 438 720 505 316 65 445

* Male thread size

AVA
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q	 - air flow
Δp	 - pressure drop on air side
tin	 - inlet air temperature
tout	 - outlet air temperature

AVA 100

60
9,99 25 15,23 0,24 0,01 0,51

11,25 28 16,92 0,31 0,01 0,77

110
23,19 25 17,09 0,33 0,01 0,84

26,06 28 19,07 0,43 0,02 1,30

165
43,01 25 18,28 0,40 0,02 1,16

47,41 28 20,41 0,52 0,02 1,78

AVA 125

90
5,40 25 13,91 0,43 0,02 0,41

6,07 28 15,34 0,56 0,02 0,58

180
13,22 25 16,08 0,63 0,03 0,71

14,87 28 17,90 0,82 0,03 1,11

270
23,40 25 17,32 0,77 0,03 1,00

26,52 28 19,32 1,00 0,04 1,56

AVA 160

140
9,44 25 15,29 0,55 0,02 0,57

10,62 28 16,99 0,72 0,03 0,88

290
25,95 25 17,53 0,80 0,03 1,06

29,55 28 19,66 1,04 0,04 1,66

400
42,85 25 18,50 0,93 0,04 1,36

50,51 28 20,34 1,34 0,05 2,55

AVA 200

230
9,75 25 15,46 0,88 0,03 0,65

10,97 28 17,18 1,15 0,05 1,02

450
24,76 25 17,52 1,23 0,05 1,15

28,66 28 19,57 1,66 0,07 1,91

700
50,99 25 18,92 1,52 0,06 1,64

61,37 28 20,28 2,43 0,10 3,72

AVA 250

360
7,91 25 15,00 1,47 0,06 1,15

8,99 28 16,71 1,93 0,08 1,84

700
20,44 25 16,69 2,32 0,09 2,53

24,11 28 17,93 3,45 0,14 5,04

1060
39,32 25 17,35 3,28 0,13 4,61

45,92 28 19,07 4,63 0,18 8,44

AVA 315

570
8,85 25 15,34 2,24 0,09 1,89

10,47 28 16,04 3,42 0,14 3,94

1130
24,78 25 16,34 4,11 0,16 5,44

28,71 28 17,91 5,73 0,23 9,78

1700
47,81 25 17,25 5,51 0,22 9,13

55,30 28 19,12 7,55 0,30 15,97

AVA 400

900
9,86 25 15,92 3,19 0,13 1,20

11,83 28 16,66 4,99 0,20 2,62

1800
28,69 25 16,85 5,99 0,24 3,60

33,48 28 18,41 8,51 0,34 6,58

2500
49,50 25 17,51 7,65 0,30 5,53

57,57 28 19,36 10,64 0,42 9,91

Technical data
P	 - output
qr	 - water flow
Δpr	 - pressure drop on water side

With water temperature: 6/12°C and relative humidity: 50%

Type q
[m3/h]

Δp
[Pa]

tin
[C°]

tout
[C°]

P
[kW]

qr
[l/s]

Δpr
[kPa]

AVA


